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/“\ H.P.STATE POLLUTION CONTROL BOARD
e HIM PARIVESH, PHASE-II1, NEW SHIMLA-171009

HI"\L’tB
HPSPCB No : 702 Date: 28/07/2026

Industry Registration |D: HP11874543 Application No: 19191620

To,
M/sANSAH PROJECTSLLP (ALMARE)
Khasra No: - 149 & 152 Kita-2 Situated at Mohal BHALI , Tehsil Kasauli , and Distt. Solan (H.P.)
BHALI
Solan Parwanoo
173204

Subject: Consent to Establish u/s 25/26 of Water (Prevention & Control of Pollution) Act, 1974 and u/s 21 of Air
(Prevention & Control of Pollution) Act, 1981.

With reference to your application for obtaining ‘Consent to Establish' u/s 25/26 of Water (Prevention &
Control of Pollution) Act, 1974 and u/s 21 of Air (Prevention & Control of Pollution) Act, 1981, you are
hereby, authorized to Establish an industrial unit subject to the Terms and Conditions as mentioned in this
Consent letter.

1.Particulars of Consent to Establish under Water Act, 1974 and Air Act, 1981 granted to the industry

Consent No. CTE/BOTH/NEW/RO/2026/19191620
Date of issue: 28/07/2026

Date of expiry : 27/07/2027

Certificate Type: NEW

Previous CTE/CTO No. & Validity :

2. Particulars of the Industry

Name & Designation of the Applicant Anil Dhingra, (Authorized Signatory)

Address of Industrial premises M/s ANSAH PROJECTSLLP (ALMARE),
Khasra No: - 149 & 152 Kita-2 Stuated
at Mohal BHALI , Tehsil Kasauli , and
Distt. Solan (H.P.) ,

BHALI,Solan Parwanoo-173204

Capital Investment of the Industry 2545.42 lakhs
Category of Industry Green
Type of Industry 10.2-Building construction project

5,000 sg. m., but < 20,000 sg. m. built-up
area (without connectivity to terminal

STP)
Scale of the Industry Micro
Office District Solan Parwanoo
Capacity
Products (Name with quantity per day)
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Name of Unit Quantity Intermediate Principal Use
Products Product

3BHK Number/Y ear 6 Nill SALE

3BHK Cottage Number/Y ear 8 Nill SALE

2BHK Number/Y ear 24 Nill SALE

shops Number/Y ear 2 Nill SALE
Details of the Effluent Treatment Plant

Type of Effluent Capacity Quantity

STP 30KLD 1

Moaode of Disposal

Exhaust muffler

Description Quantity(in KLD) Method of Treatment | Method of Disposal
Domestic 28.3 STP Irrigation/Gardening
Quantity of fuel required (in TPD) and capacity of boilers/ Furnace/Thermo heater etc.
Type No.of Capacity Type of Type of Fuel Fuel
Boiler/'Heater Boiler/'Heater consumption
/Evaporator/I s/Evaporators ratein
ncinerator/D /Incinerator/D MT/hour or
G Set/Other GSetg/Others KL/hour or
M3 /hour
DG Sets 1 100 kva stack Diesdl 3to6Ltrs
Type of Air Pollution Control Devicesinstalled
Equipment Type | Equipment Name | Date/proposed Efficiency(%redu | Final
date of ction) concentration of
installation pollution being
emitted
Accoustically DG Sets 2027-05-07 Approximately Nox+HC<=4.0g/k
Enclosed with Avg 85-95% W-

hr,CO<=3.5g/kw-

the process vessdl to
which the stack/ vent
isattached

Kg./hr

& stack hr ,PM <=.2g/kw-
hr,Smoke
Imit<=.7 per
meter
Sour ces of emissions and type of pollutants
Name and location of | Rate of emission in Concentration of Height of

pollution like SO 2,
NOX,H 2 S, Cl, HCI
etc. in mg/NM 3

Vent/outlet/stack from
ground level in meters

Stack attached to DG
set

PM 10=.035g/s,Nox=.5
73g/s,Sox=.2569/s,CO

=.224¢/s,AVG
Cumlative=4.1
832kg/h

NOX+HC<=4.0g/kw-
hr,CO<=3.5¢g/kw-
hr,PM <=.2g/kw-hr,
Smoke limit<=.7 per
meter
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Approved By
Chairman
(H. P. State Pollution Control Board)

Endst. No.:

Copy To:-
Regional Officer, HPSPCB, Parwanoo for information and shall ensure the operation of the unit as per consent and with
adequate PCDs.

GOPAL CHAND copat ciand cAuTam
GAUTAM Date: 2026.07.28 16:43:51
+05'30'
Dr Gopal Chand Gautam
Joint Member Secretary
For & on behalf of
(H. P. State Pollution Control Board)
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a)

b)

TERMSAND CONDITIONS

SPECIFIC CONDITIONS

This Consent to Establish is only for the purpose and under the provision of Water Act, 1974
and Air Act, 1981 as the case may be, and will not construed as substitute for mandatory
clearances required for the project under any other law/regulation/direction/order and the
applicant shall obtain any such mandatory clearance before taking any steps to establish
industry/ industrial plant, operation or process or any treatment and disposal system or an
extension or addition thereto.

Nothing in this Consent shall be deemed to neither preclude the institution of any legal action
nor relieve the applicant from any responsibilities, liabilities or penalties to which the
applicant is or may be subjected to under this or any other Act.

The unit shall apply for further extension in the validity of the Consent to Establish, at |east
two months before the expiry of this * Consent to Establish’, if applicable.

or
The unit shall obtain prior Consent to Operate from the State Board, before starting
operational activity and gets its completion plan approved by the Competent Authority (As
applicable).

i) The unit shall made provisions for the compliance of Waste Management Rulesi.e.
Hazardous and Other Wastes (Management and Transboundary Movement) Rules,
2016/ Plastic Waste Management Rules, 2016/ E-Waste (Management) Rules,
2016/Construction & Demolition Waste Management Rules, 2016 and
Manufacture, Storage & Import of Hazardous Chemical Rules, 1989 and provisions
made thereunder, as amended from time to time, without any adverse effect on the
environment, in any manner (As Applicable)

i) The unit shall made provisions for the compliance Solid Waste Management Rules,
2016 and provisions made thereunder and unit shall also not practice burning
activity of solid waste/waste generated from fuel within/outside premises, to avoid
public nuisance.

This ‘ Consent to Establish’ isfor:-

The emissions from all sources conforming to the norms as prescribed in Schedule-1 of
Environment (Protection) Rules, 1986 as amended from time to time.

Noise and Ambient Air Quality shall be maintained within Ambient Air Quality
Standards for noise as specified in Schedule-111 of Environment (Protection) Rules, 1986
and Noise Pollution (Regulation and Control) Rules, 2000, as amended from time to time.

The effluent (Domestic/Industrial) shall conform to the limits as prescribed in Schedule-|
or Schedule-V1 or Industry specific standards of Environment (Protection) Rules, 1986 as
amended from time to time.

Sewage and sullage generated from the unit to be disposed-off in a properly designed
septic tank system/Sewage Treatment Plant/ Public Sewer System (as applicable).

The unit shall install adequate pollution control devices and provide the separate energy meter
and flow meter. The unit shall maintain the logbook/ record with respect to operation of
pollution control devices (As applicable). The achievement of the adequacy and efficiency of
the effluent treatment plant/pollution control devices/re-circulation system installed shall be
the entire responsibility of the unit.

CONDITIONS UNDER WATER (PREVENTION & CONTROL OF POLLUTION)
ACT, 1974.

The unit shall provide terminal manhole(s) at the end of each collection system and a
manhol e upstream of final outlet (s) out of the premises of the industry for measurement
of flow and for taking samples.

The unit shall install flow meter and maintain the record regarding the daily water
consumption.
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C) The pollution control devices shall be interlocked with the manufacturing process of the
industry (if applicable) and the authorized outlet and mode of disposal shall not be
changed without the prior written permission of the Board. Unit shall not use any
unauthorized out-let(s) for discharging effluents from its premises.

d) Solids, sludge, filter backwash or other pollutant removed from or resulting from
treatment or control of waste waters shall be disposed-off in scientific manner.
e) The unit shall submit a detailed plan showing therein, the distribution system for

conveying wastewaters.

8. CONDITIONS UNDER AIR (PREVENTION & CONTROL OF POLLUTION) ACT,
1981.

a) The unit shall provide canopy and stack of adequate height of the D.G sets so as to
control the noise & air pollution in order to comply with the provision of notification No
GSR-371 E dated 17-5-2002 or direction as issued by MOEF from time to time, under
Environment (Protection) Act, 1986.

b) The unit shall ensure disposal of boiler ash/fuel ash through authorized person or within
premises in a scientific manner (as the case may be) and shall maintain proper record for
the same, if applicable.

C) The unit shall provide proper and adequate air pollution control arrangements for control
emission from its coal/fuel handling area and emissions from handling, transportation and
processing of raw material & product of the industry, as applicable.

d) The unit shall provide port-holes, platforms and/or other necessary facilities as may be
required for collecting samples of emissions from any chimney, flue or duct or any other
outlets as per the specifications.

Specifications of the port-holes shall be asunder:-

i) The sampling ports shall be provided atleast 8 times chimney diameter downstream and 2
times upstream from the flow disturbance. For arectangular cross section the equivalent
diameter (De) shall be calculated from the following equation to determine upstream,
downstream distance:-

De=2LW/(L+W)
Where L= length in mts. W= Width in mts.
i) The sampling port shall be 7 to 10 cm in diameter

€ The unit shall submit a detailed plan showing therein, the distribution system for
conveying wastewaters.

(i) Stack height for boiler plants

S.NO. Boiler with Steam Generating Stack heights
Capacity

1 Less than 2 ton/hr. 9 meters or 2.5 times the height of neighboring
building which ever is more

2. More than 2 ton/hr. to 5 ton/hr. 12 meters
3. Morethan 5 ton/hr. to 10 ton‘hr 15 meters
4, Morethan 10 ton/hr. to 15 ton/hr 18 meters
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10.

11.

12.

13.

14.

15.

16.

5. More than 15 ton/hr. to 20 21 meters

ton/hr
0. More than 20 ton/hr. to 25 24 meters
ton/hr.
7. More than 25 ton/hr. to 30 27 meters
ton/hr.
8. More than 30 ton/hr. 30 meters or using the formula

H = 14 Qg0.30r

H =74 (Qp)0.24

Where Qg = Quantity of SO2in Kg/hr.

Qp = Quantity of particulate matter in Ton/day.

Note: Minimum Stack height in all cases shall be 9.0 mtr. or as calculated from relevant
formula whichever ismore.

(if) For industrial furnaces and kilns, the criteria for selection of stack height would be
based on fuel used for the corresponding steam generation.

(iii) Stack height for diesel generating sets:

C?pacity of diesel generating Height of the Stack
se

0-50 KVA Height of the building +15mt
50-100 KVA -do- +2.0mt.
100-150 KVA -do- +2.5mt.
150-200 KVA -do- +3.0mt.
200-250 KVA -do- +3.5mt.
250-300 KVA -do- +3.5mt.

For higher KVA rating stack height H (in meter) shall be worked out according to the
formula:

H =h+0.2 (KVA)0.5
where h = height of the building in meters where the generator set isinstalled.

The unit shall submit on-site and off-site emergency plan approved by the Chief Inspector of
Factories, Himachal Pradesh (If applicable)

The unit shall provide real time online monitoring equipment’s and provisions for the un-
interrupted transfer of data as per guidelines of CPCB (if applicable).

The unit shall provide adequate arrangements for fighting the accidental leakages/ discharge
of any air pollutant/gas/liquids from the vessels, mechanical equipment’s etc. which are likely
to cause environmental pollution.

The unit shall plant minimum three layer of trees so far possible as per plantation guide (may
be download from the website http://hppcb.nic.in/plantationguide.pdf) all along the boundary
of theindustrial premises and check air/water/noise pollution at source.

Any guidelinesissued by the Central Government/State Government/M oEF/CPCB/SPCB/any
other authority concerned, shall be binding.

This‘Consent to Establish’ is subject to orders on any litigation pending in any Court of Law.
Any direction/order issued by any court shall be binding (if any).

The Board reserves the right to revoke the ‘ Consent to Establish’ granted to the industry at
any time, in case the industry is found violating the provisions of Water (Prevention &
Control of Pollution) Act, 1974 and Air (Prevention & Control of Pollution) Act, 1981 as
amended from time to time.

The unit shall comply with any other conditions laid down or directions issued in due course
by the Board under the provisions of the Water (Prevention & Control of Pollution) Act, 1974
and Air (Prevention & Control of Pollution) Act, 1981.

OTHER CONDITIONS
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10.

11.

12.

13.

14.

The unit shall comply with the conditions imposed by the MoEF/State Level Environment
Impact Assessment Authority/ District Level Environment Impact Assessment Authority in
the environmental clearance granted to it as required under EIA notification dated 14-9-06, if
applicable.

The issuance of this consent does not convey any property right in either real or personal
property, or any exclusive privileges, nor does it authorize any injury to private property or
any invasion of personal rights, nor any infringement of Central, State or Local Laws or
Regulations.

Stone Crusher units shall comply with the provisions of guidelines notified by the State
Government vide Notification No. STE-E(3)-11/2012, dated 29-05-2014 (If Applicable).

Brick Kiln units shall comply with the provisions of guidelines notified by the MoEF vide
Notification No. G.S.R.233.(E), dated-15-03-2018 and by the State Government vide
Notification No. STE-E(5)-6/2013, dated-07-03-2014 (If Applicable).

Hydroel ectric Projects shall install Online Real Time Monitoring System for the measurement
of 15% of minimum discharge in lean season as per orders of Court/Government. The unit
shall also ensure provisions for the regular and uninterrupted transfer of data from the real
time online monitoring system for 15% of minimum discharge of flow to SPCB, failing which
unit shall be liable for action on account of violation of the directions issued by
Court/Government/SPCB in this regard (If Applicable).

Unit shall strictly adhere to the capacity approved by the Industries Department/ Department
of Tourism & Civil Aviation/any other concerned Authority (As Applicable).

The unit shall not cause any nuisance/traffic hazard in vicinity of the area.

The unit shall ensure that there will not be significant visible dust emissions beyond the
property line.

The unit shall obtain and submit Insurance cover as required under the Public Liability
Insurance Act, 1991.

The unit shall put display Board indicating environmental datain the prescribed format at the
main entrance gate.

The unit shall maintain record regarding the operation of effluent treatment plant i.e. record of
guantity of chemicals and energy utilized for treatment and sludge generated from treatment
so as to satisfy the Board regarding regular and proper operation of pollution control
equipment.

Any amendments/revisions made by the Board/CPCB/MOEF in the emission/stack height
standards shall be applicable to the industry from the date of such amendments/revisions.

The validity of this consent shall be coterminous with the life of the industry or the maximum
period as mentioned in the certificate, whichever is earlier.

This consent is subject to subsequent ratification by the State Board.

By Order
Chairman
( H. P. State Pollution Control Board)
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